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ƩNew Brand with Mature TechnicsƩ
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Foundation
Headquarter

Factories

Quality System
Property

Advantage

Long term ð

Corporate CI 

Trademark 

Major Products

Certification
Main Markets

Application

Company Profile

Chairman
Mr. Amigo Hsu

General Manager
Mr. Awakee Hsu

Year 1993
New Taipei City Taiwan Asia

Guangdong China (Kaiphone Technology Co., Ltd.)
Zhejiang China (Zhejiang Flexible Technology Co., Ltd.)
ISO 9001 2008 Certified

Manufacturer
Kaiphone is one of the minority flexible conduit manufacturers who is 
certified with both UL & CE in Asia. We provide not only a complete range 

of standardized products but also diverse and professional customized 
services for general or specific needs.

Metal flexible conduit and fittings, 
Non-metallic flexible conduit and fittings,
OEM / ODM products and so on. 
UL / CUL / CE / IEC CB / GB / ATEX / WRAS / ACS
America, Europe, Asia and Middle Easté.
Wires & fiber optic cables protection for power, electrical systems, 
machines, residential / commercial & industrial buildings, ships, public 
transportation systems, lift & escalator. Gas tube protection.  Water tube 
protection for kitchen & shower room...

Complete product certifications and focus on marketing to organize 
worldwide sales channel.
Found a complete and global supply & sales network with brand KAIFLEX.

Cultivate KAIFLEX to be a world-renowned & reliable brand  for conduit 
and fitting solutions.

Vision

Short term ð

Med term ð
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Low Fire Hazard
Square-lock Galvanized Steel (PAG13X)
Square-lock Stainless Steel (PAS13X)
Fittings

Water Proof
Square-lock Galvanized Steel, PVC Jacket (PAG13PVC)
Square-lock Galvanized Steel, PU Jacket (PAG13PU)
Square-lock Galvanized Steel, PE Jacket (PAG13PE)
Square-lock Galvanized Steel, LSZH Jacket (PAG13LSZH)
Square-lock Stainless Steel, PVC Jacket (PAS13PVC)
Square-lock Galvanized Steel, PVC Jacket (PLTG13PVC)
Interlocked Galvanized Steel, PVC Jacket (PLTG23PVC)
Interlocked Galvanized Steel, PU Jacket (PLTG23PU)
Interlocked Galvanized Steel, PE Jacket (PLTG23PE)
Interlocked Galvanized Steel, LSZH Jacket (PLTG23LSZH)
Interlocked Stainless Steel, PVC Jacket (PLTS23PVC)
Fittings

EMC Shielding
Square-lock Galvanized Steel, Galvanized Steel Braiding (PAG13GB)
Square-lock Galvanized Steel, Stainless Steel Braiding (PAG13SB)
Square-lock Galvanized Steel, Tinned Copper Braiding (PAG13TB)
Square-lock Stainless Steel, Stainless Steel Braiding (PAS13SB)
Fittings 

Water Proof + EMC Shielding
Square-lock Gal. Steel, PVC Jacket, Gal. Steel Braiding (PAG13PVCGB)
Square-lock Gal. Steel, PVC Jacket, Stainless Steel Braiding (PAG13PVCSB)
Square-lock Gal. Steel, PVC Jacket, Tinned Copper Braiding (PAG13PVCTB)
Square-lock SUS, PVC Jacket, Stainless Steel Braiding (PAS13PVCSB)
Square-lock Gal. Steel, PVC Jacket, Stainless Steel Braiding (PLTG13PVCSB)
Interlocked Gal. Steel, PVC Jacket, Stainless Steel Braiding (PLTG23PVCSB)
Fittings

Reinforced Type 
Low Fire Hazard
Water Proof
Fittings 

Appendix
IP Coding System
IEC 61386 Classifications Table
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}Galvanized Steel/ Stainless Steel

}Nominal Conduit Size 1/4~4

}RoHSCompliant

}IP 40

Low Fire Hazard

Low Fire Hazard

ÂConduits

Square-lock Galvanized Steel (PAG13X)
Square-lock Stainless Steel (PAS13X)

Â Fittings

Quick Ass'y, Fixed Type (AZ01)
Quick Ass'y, Rotating Type (AZ05)
Straight Type, Male Threaded (AZ50)
Straight Type, Female Threaded (AZ51)
Straight Type, EMT Connector (AZ52)
Elbow Type, Male Threaded (AZ53)
Straight Type, Male Threaded (AZ60)
Straight Type, Female Threaded (AZ61)
Straight Type, EMT Connector (AZ62)
Elbow Type, Male Threaded (AZ63)

This series of product meets with IEC 61386 standard. 
Widely used for protection of power, data and signal 
cables in/on industrial, commercial or residential buildings, 
elevators, machines, automobile, telecommunication 
network, power supply system and etc
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Series Code

Features

Product
Photo

PAG13X

Low Fire Hazard
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10 1/4

12 5/16

16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

75 2-1/2

90 3

110 4

Temperature
Range

-45ɫ~ +350ɫ

Note

1. This series of conduit is classified with 5 levels:
PAG11X (Extra Light) / PAG12X (Light) / PAG13X (Medium) 
PAG14X (Heavy)  / PAG15X (Extra Heavy)
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PAG13X-10 8.0 10.7 25 50 300*300*100

PAG13X-12 10.3 13.0 30 50 300*300*200

PAG13X-16 12.6 15.6 35 50 330*330*200

PAG13X-20 16.1 19.7 35 50 380*380*210

PAG13X-25 21.1 24.7 45 50 450*450*220

PAG13X-32 26.8 30.7 50 25 450*450*200

PAG13X-40 35.4 40.2 65 25 500*500*250

PAG13X-50 40.3 44.9 85 15 550*550*200

PAG13X-63 51.6 56.6 90 15 550*550*500

PAG13X-75 63.3 70.3 145 10 550*550*450

PAG13X-90 78.0 85.6 170 10 1000*1000*200

PAG13X-110 102.5 110.1 210 10 1000*1000*400

PAS13X

Square - lock, Galvanized Steel Square - lock, Stainless Steel

Profile
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PAS13X-10 8.0 10.7 25 50 300*300*100

PAS13X-12 10.3 13.0 30 50 300*300*200

PAS13X-16 12.6 15.6 35 50 330*330*200

PAS13X-20 16.1 19.7 35 50 380*380*210

PAS13X-25 21.1 24.7 45 50 450*450*220

PAS13X-32 26.8 30.7 50 25 450*450*200

PAS13X-40 35.4 40.2 65 25 500*500*250

PAS13X-50 40.3 44.9 85 15 550*550*200

PAS13X-63 51.6 56.6 90 15 550*550*500

PAS13X-75 63.3 70.3 145 10 550*550*450

PAS13X-90 78.0 85.6 170 10 1000*1000*200

PAS13X-110 102.5 110.1 210 10 1000*1000*400

1. This series of conduit is classified with 5 levels:
PAS11X (Extra Light) / PAS12X (Light) / PAS13X (Medium) 
PAS14X (Heavy)  / PAS15X (Extra Heavy)

Flexible Conduit & Fitting-AS

Certificate

IP Rating

Flexibility

RoHS
Compliance

CE

IP 40

High

Yes

-45ɫ~ +350ɫ

CE

IP 40

High

Yes

Tensile 
Resistance 

Light: 250N / Medium: 500N / Heavy: 800N Light: 250N / Medium: 500N / Heavy: 800N 

Kaiphone · KAIFLEX · Taiwan · Since 1993 ̄www.kaiflex.com.tw ̄Tel: +886 -2-2267-9769 ̄ info@kaiphone.com.tw 



AZ01
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10 1/4

12 5/16

16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

75 2-1/2

90 3

110 4

Note 1. Standard package size : 380*300*230mm
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1/2" G1/2-AZ01-5/16 600 14.7

1/2" G1/2-AZ01-3/8 600 16.6

1/2" G1/2-AZ01-1/2 400 13.6

3/4" G3/4-AZ01-3/4 340 19.9

1" G1-AZ01-1 180 15.5

1-1/4" G1-1/4-AZ01-1-1/4 100 13.6

1-1/2" G1-1/2-AZ01-1-1/2 50 9

2" G2-AZ01-2 40 9.4

2-1/2" G2-1/2-AZ01-2-1/2 ð ð

3" G3-AZ01-3 ð ð

4" G4-AZ01-4 ð ð

Quick Ass'y , Fixed Type, Zinc Alloy
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PG9 PG9-AZ01-12 900 14.5

PG11 PG11-AZ01-16 900 19

PG16 PG16-AZ01-20 600 17.8

PG21 PG21-AZ01-25 360 17.2

PG29 PG29-AZ01-32 180 13.6

PG36 PG36-AZ01-40 100 12.8

PG42 PG42-AZ01-50 50 8.5

PG48 PG48-AZ01-63 40 9
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M16x1.5 M16-AZ01-12 900 16.8

M16x1.5 M16-AZ01-16 900 19.9

M20x1.5 M20-AZ01-20 600 19

M25x1.5 M25-AZ01-25 360 19

M32x1.5 M32-AZ01-32 180 14.5

M40x1.5 M40-AZ01-40 100 13.2

M50x1.5 M50-AZ01-50 50 8.7

M63x1.5 M63-AZ01-63 40 8.9

M75x1.5 M75-AZ01-75 ð ð

M90x2 M90-AZ01-90 ð ð

M110x2 M110-AZ01-110 ð ð

Exploded View

Fittings

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-50ɫ~ +200ɫ

CE

IP 40

Zinc plated, other treatments are available by consult.

Yes

Flexible Conduit & Fitting-AS
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12 5/16

16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

75 2-1/2

90 3

110 4
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1/2" G1/2-AZ05-5/16 600 20.8

1/2" G1/2-AZ05-3/8 400 17

1/2" G1/2-AZ05-1/2 320 16.7

3/4" G3/4-AZ05-3/4 200 16.6

1" G1-AZ05-1 100 12.9

1-1/4" G1-1/4-AZ05-1-1/4 50 10.4

1-1/2" G1-1/2-AZ05-1-1/2 40 10.9

2" G2-AZ05-2 30 10.5

2-1/2" G2-1/2-AZ05-2-1/2 ð ð

3" G3-AZ05-3 ð ð

4" G4-AZ05-4 ð ð

Quick Ass'y , Rotating Type, Zinc Alloy
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PG9 PG9-AZ05-12 600 13

PG11 PG11-AZ05-16 400 14.2

PG16 PG16-AZ05-20 320 15.4

PG21 PG21-AZ05-25 200 14.8

PG29 PG29-AZ05-32 100 12

PG36 PG36-AZ05-40 50 9.9

PG42 PG42-AZ05-50 40 10.5

PG48 PG48-AZ05-63 30 10
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M16x1.5 M16-AZ05-12 600 17.2

M16x1.5 M16-AZ05-16 400 16.2

M20x1.5 M20-AZ05-20 320 17

M25x1.5 M25-AZ05-25 200 15.4

M32x1.5 M32-AZ05-32 100 11.9

M40x1.5 M40-AZ05-40 50 10.3

M50x1.5 M50-AZ05-50 40 10.6

M63x1.5 M63-AZ05-63 30 10

M75x1.5 M75-AZ05-75 ð ð

M90x2 M90-AZ05-90 ð ð

M110x2 M110-AZ05-110 ð ð

Note 1. Standard package size : 380*300*230mm

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-50ɫ~ +200ɫ

CE

IP 40

Zinc plated, other treatments are available by consult.

Yes

Fittings

Flexible Conduit & Fitting-AS

Kaiphone · KAIFLEX · Taiwan · Since 1993 ̄www.kaiflex.com.tw ̄Tel: +886 -2-2267-9769 ̄ info@kaiphone.com.tw 



AZ50

-20ɫ~ +90ɫ
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1/2" G1/2-AZ50-3/8 500 20.9

1/2" G1/2-AZ50-1/2 500 35.4

3/4" G3/4-AZ50-3/4 300 30

1" G1-AZ50-1 160 24.5

1-1/4" G1-1/4-AZ50-1-1/4 100 20.6

1-1/2" G1-1/2-AZ50-1-1/2 60 19.8

2" G2-AZ50-2 50 27.6
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M16x1.5 M16-AZ50-16 500 20.9

M20x1.5 M20-AZ50-20 500 35.4

M25x1.5 M25-AZ50-25 300 30

M32x1.5 M32-AZ50-32 160 24.5

M40x1.5 M40-AZ50-40 100 20.6

M50x1.5 M50-AZ50-50 60 19.8

M63x1.5 M63-AZ50-63 50 27.6

Straight Type, Water Seal, Zinc Alloy
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Fittings

Series Code

Features

Product
Photo

Temperature
Range

IP Rating

Surface Finish

RoHS
Compliance

Certificate

Exploded View

Note 
1. Stock available 
2. Standard package size : 380*300*230mm

Yes

IP 40 (Fit with Low Fire Hazard conduit series)

Zinc plated, other treatments are available by consult.
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16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

Flexible Conduit & Fitting-AS
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AZ51

G T
h

re
a

d

P
a

rt
 N

u
m

b
e
r

P
a

c
k
a

g
e
/B

o
x

(p
c
s
)

W
e
ig

h
t/
B

o
x

(K
g

)

1/2" G1/2-AZ51-3/8 500 22.9

1/2" G1/2-AZ51-1/2 500 30.9

3/4" G3/4-AZ51-3/4 300 26.4

1" G1-AZ51-1 160 22.2

1-1/4" G1-1/4-AZ51-1-1/4 100 17.9

1-1/2" G1-1/2-AZ51-1-1/2 60 17.6

2" G2-AZ51-2 50 28.9

Straight Inner Threaded Connector, Water Seal, Zinc Alloy
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Fittings

Series Code

Features

Product
Photo

Temperature
Range

IP Rating

Surface Finish

RoHS
Compliance

Certificate

Exploded View

Note 
1. Stock available 
2. Standard package size : 380*300*230mm

-20ɫ~ +90ɫ

Yes

IP 40 (Fit with Low Fire Hazard conduit series)

Zinc plated, other treatments are available by consult.

CE
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M16x1.5 M16-AZ51-16 500 22.9

M20x1.5 M20-AZ51-20 500 30.9

M25x1.5 M25-AZ51-25 300 26.4

M32x1.5 M32-AZ51-32 160 22.2

M40x1.5 M40-AZ51-40 100 17.9

M50x1.5 M50-AZ51-50 60 17.6

M63x1.5 M63-AZ51-63 50 28.9
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Flexible Conduit & Fitting-AS
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1/2" AZ52-3/8 500 19.6

1/2" AZ52-1/2 500 22.9

3/4" AZ52-3/4 300 20.7

1" AZ52-1 160 15.9

1-1/4" AZ52-1-1/4 100 17

1-1/2" AZ52-1-1/2 60 13.7

2" AZ52-2 50 17.7

AZ52

Straight EMT Connector, Zinc Alloy
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Series Code

Features

Product
Photo

Fittings

-20ɫ~ +90ɫ
Temperature

Range

IP Rating

Surface Finish

RoHS
Compliance

Certificate

Exploded View

Note 
1. Stock available 
2. Standard package size : 380*300*230mm

Yes

IP 40 

Zinc plated, other treatments are available by consult.
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32 1

40 1-1/4

50 1-1/2

63 2

Flexible Conduit & Fitting-AS
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1/2" G1/2-AZ53-3/8 300 19.8

1/2" G1/2-AZ53-1/2 250 28.2

3/4" G3/4-AZ53-3/4 200 33.9

1" G1-AZ53-1 73 19.2

1-1/4" G1-1/4-AZ53-1-1/4 52 18.5

1-1/2" G1-1/2-AZ53-1-1/2 30 17.3

2" G2-AZ53-2 14 16.8

AZ53

90 Degree Elbow, Water Seal, Zinc Alloy

12

Series Code

Features

Product
Photo

Fittings

Temperature
Range

IP Rating

Surface Finish

RoHS
Compliance

Certificate

Exploded View

Note 
1. Stock available 
2. Standard package size : 380*300*230mm

-20ɫ~ +90ɫ

Yes

IP 40 (Fit with Low Fire Hazard conduit series)

Zinc plated, other treatments are available by consult.

CE
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M16x1.5 M16-AZ53-16 300 19.8

M20x1.5 M20-AZ53-20 250 28.2

M25x1.5 M25-AZ53-25 200 33.9

M32x1.5 M32-AZ53-32 73 19.2

M40x1.5 M40-AZ53-40 52 18.5

M50x1.5 M50-AZ53-50 30 17.3

M63x1.5 M63-AZ53-63 14 16.8
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32 1

40 1-1/4

50 1-1/2

63 2
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63 2
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1/2" G1/2-AZ60-3/8 500 26.5

1/2" G1/2-AZ60-1/2 500 37

3/4" G3/4-AZ60-3/4 300 31.2

1" G1-AZ60-1 160 27.7

1-1/4" G1-1/4-AZ60-1-1/4 100 23.7

1-1/2" G1-1/2-AZ60-1-1/2 60 23

2" G2-AZ60-2 50 32.6

Straight Type, Male Threaded, Zinc Alloy
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M16x1.5 M16-AZ60-16 500 26.5

M20x1.5 M20-AZ60-20 500 37

M25x1.5 M25-AZ60-25 300 31.2

M32x1.5 M32-AZ60-32 160 27.7

M40x1.5 M40-AZ60-40 100 23.7

M50x1.5 M50-AZ60-50 60 23

M63x1.5 M63-AZ60-63 50 32.6

Fittings

Note

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-20ɫ~ +90ɫ

CE

IP 40 (Fit with Low Fire Hazard conduit series)

Zinc plated, other treatments are available by consult.

Yes

1. Standard package size : 380*300*230mm

Flexible Conduit & Fitting-AS
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16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2
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AZ61

Straight Type, Female Threaded, Zinc Alloy 

Fittings

Note

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-20ɫ~ +90ɫ

CE

IP 40 (Fit with Low Fire Hazard conduit series)

Zinc plated, other treatments are available by consult.

Yes

1. Standard package size : 380*300*230mm
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1/2" G1/2-AZ61-3/8 500 24

1/2" G1/2-AZ61-1/2 500 35

3/4" G3/4-AZ61-3/4 300 28.8

1" G1-AZ61-1 160 25.3

1-1/4" G1-1/4-AZ61-1-1/4 100 19.8

1-1/2" G1-1/2-AZ61-1-1/2 60 19.8

2" G2-AZ61-2 50 28.7
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M16x1.5 M16-AZ61-16 500 24

M20x1.5 M20-AZ61-20 500 35

M25x1.5 M25-AZ61-25 300 28.8

M32x1.5 M32-AZ61-32 160 25.3

M40x1.5 M40-AZ61-40 100 19.8

M50x1.5 M50-AZ61-50 60 19.8

M63x1.5 M63-AZ61-63 50 28.7

Flexible Conduit & Fitting-AS
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AZ62
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32 1

40 1-1/4
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63 2
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1/2" AZ62-3/8 500 21.3

1/2" AZ62-1/2 500 26.5

3/4" AZ62-3/4 300 24

1" AZ62-1 160 18.3

1-1/4" AZ62-1-1/4 100 18.1

1-1/2" AZ62-1-1/2 60 15.1

2" AZ62-2 50 19.9

Straight Type, EMT Connector, Zinc Alloy 
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Fittings

Note

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-20ɫ~ +90ɫ

CE

IP 40 

Zinc plated, other treatments are available by consult.

Yes

1. Standard package size : 380*300*230mm

Flexible Conduit & Fitting-AS
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16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2
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AZ63

Elbow Type, Male Threaded, Zinc Alloy

Fittings

Note

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-20ɫ~ +90ɫ

CE

IP 40 (Fit with Low Fire Hazard conduit series)

Zinc plated, other treatments are available by consult.

Yes

1. Standard package size : 380*300*230mm

G T
h

re
a

d

P
a

rt
 N

u
m

b
e
r

P
a

c
k
a

g
e
/B

o
x

(p
c
s
)

W
e
ig

h
t/
B

o
x

(k
g

)

1/2" G1/2-AZ63-3/8 300 22.2

1/2" G1/2-AZ63-1/2 250 30.3

3/4" G3/4-AZ63-3/4 200 36.6

1" G1-AZ63-1 73 19.9

1-1/4" G1-1/4-AZ63-1-1/4 52 20.1

1-1/2" G1-1/2-AZ63-1-1/2 30 18.6

2" G2-AZ63-2 14 17.9
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M16x1.5 M16-AZ63-16 300 22.2

M20x1.5 M20-AZ63-20 250 30.3

M25x1.5 M25-AZ63-25 200 36.6

M32x1.5 M32-AZ63-32 73 19.9

M40x1.5 M40-AZ63-40 52 20.1

M50x1.5 M50-AZ63-50 30 18.6

M63x1.5 M63-AZ63-63 14 17.9

Flexible Conduit & Fitting-AS
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}PVC/ PU / PE / LSZH Jacket

}Galvanized Steel/ Stainless Steel

}Nominal Conduit Size 1/4~4

}RoHSCompliant

}IP 65~IP 66

Water Proof

Water Proof

ÂConduits

Square-lock Galvanized Steel, PVC Jacket (PAG13PVC)
Square-lock Galvanized Steel, PU Jacket (PAG13PU)
Square-lock Galvanized Steel, PE Jacket (PAG13PE)
Square-lock Galvanized Steel, LSZH Jacket (PAG13LSZH)
Square-lock Stainless Steel, PVC Jacket (PAS13PVC)
Square-lock Galvanized Steel, PVC Jacket (PLTG13PVC)
Interlocked Galvanized Steel, PVC Jacket (PLTG23PVC)
Interlocked Galvanized Steel, PU Jacket (PLTG23PU)
Interlocked Galvanized Steel, PE Jacket (PLTG23PE)
Interlocked Galvanized Steel, LSZH Jacket (PLTG23LSZH)
Interlocked Stainless Steel, PVC Jacket (PLTS23PVC)

Â Fittings

No Water Seal, Fixed Type (AZ01)
No Water Seal, Rotating Type (AZ05)
Water Seal, Fixed Type (AZ09)
Water Seal, Rotating Type (AZ11)
Straight Type, Male Threaded (AZ50)
Straight Type, Female Threaded (AZ51)
Straight Type, EMT Connector (AZ52)
Elbow Type, Male Threaded (AZ53)
Straight Type, Male Threaded (AZ60)
Straight Type, Female Threaded (AZ61)
Straight Type, EMT Connector (AZ62)
Elbow Type, Male Threaded (AZ63)

This series of product meets with IEC 61386 standard and has 
been developed with 3 classified levels, Light, Medium & Heavy, 
to satisfy different requirements. Full range of conduit size 
meets with the system normally used in Asia market.  

Suitable for wire and cable protection and featured with 
watertight, fire retardant and corrosion resistant. We also 
provide interlocked conduit that is excellent in tensile strength 
for electrical protection on railway system, marines and where 
especially require high tensile strength or impact resistance.
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PAG13PVC
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10 1/4

12 5/16

16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

75 2-1/2

90 3

110 4

Temperature
Range

-20ɫ~ +80ɫ -40ɫ~ +105ɫ

1. This series of conduit is classified with 5 levels:
PAG11PVC (Extra Light) / PAG12PVC (Light) / PAG13PVC (Medium) 
PAG14PVC (Heavy)  / PAG15PVC (Extra Heavy)
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PAG13PVC-10 8.0 11.5 30 50 300*300*110

PAG13PVC-12 10.3 14.0 35 50 300*300*200

PAG13PVC-16 12.6 16.6 40 50 370*370*150

PAG13PVC-20 16.1 20.7 45 50 430*430*200

PAG13PVC-25 21.1 25.7 50 50 500*500*150

PAG13PVC-32 26.8 32.7 55 25 500*500*300

PAG13PVC-40 35.4 42.2 70 25 550*550*320

PAG13PVC-50 40.3 46.9 100 25 550*550*350

PAG13PVC-63 51.6 58.6 130 10 550*550*300

PAG13PVC-75 63.3 72.3 160 10 550*550*500

PAG13PVC-90 78.0 87.6 200 5 1000*1000*100

PAG13PVC-110 102.5 112.1 240 5 1000*1000*200

PAG13PU

Square - lock, Galvanized Steel, PVC Jacket (Black/Grey) Square - lock, Galvanized Steel, PU Jacket (Black)

Profile

18

P
a

rt
 N

u
m

b
e
r

ID
 (

m
m

)

O
D

 w
/J

a
c
k
e
t

(m
m

)

B
e
n

d
in

g
R

a
d

iu
s
 (

m
m

)

P
a

c
k
a

g
e
/R

o
ll

(m
)

M
e
a

s
u

re
m

e
n

t
(L

x
W

x
H

m
m

)

PAG13PU-10 8.0 11.5 30 50 300*300*110

PAG13PU-12 10.3 14.0 35 50 300*300*200

PAG13PU-16 12.6 16.6 40 50 370*370*150

PAG13PU-20 16.1 20.7 45 50 430*430*200

PAG13PU-25 21.1 25.7 50 50 500*500*150

PAG13PU-32 26.8 32.7 55 25 500*500*300

PAG13PU-40 35.4 42.2 70 25 550*550*320

PAG13PU-50 40.3 46.9 100 25 550*550*350

PAG13PU-63 51.6 58.6 130 10 550*550*300

PAG13PU-75 63.3 72.3 160 10 550*550*500

PAG13PU-90 78.0 87.6 200 5 1000*1000*100

PAG13PU-110 102.5 112.1 240 5 1000*1000*200

1. This series of conduit is classified with 5 levels:
PAG11PU (Extra Light) / PAG12PU (Light) / PAG13PU (Medium) 
PAG14PU (Heavy)  / PAG15PU (Extra Heavy)

Water Proof

Series Code

Features

Product
Photo

IP Rating
IP 40 (Fit with connector series: AZ01, AZ05, AZ52 & AZ62)
IP 65 (Fit with connector series: AZ09/AZ11/AZ50/AZ53/AZ60/AZ61 & AZ63)

Jacket Color Black/Grey (Standard), other colors are available by consult.

Flexibility High

Fire Retardant Self-extinguishing

UV Resistance By ordering

Tensile
Resistance

Light: 250N / Medium: 500N / Heavy: 800N 

RoHS
Compliance

Yes

Certificate CE

-40ɫ~ +80ɫ

IP 40 (Fit with connector series: AZ01, AZ05, AZ52 & AZ62)
IP 65 (Fit with connector series: AZ09/AZ11/AZ50/AZ53/AZ60/AZ61 & AZ63)

Black (Standard), other colors are available by consult.

High

Self-extinguishing

By ordering

Light: 250N / Medium: 500N / Heavy: 800N 

Yes

CE

Note

Flexible Conduit & Fitting-AS
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PAG13PE
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32 1
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63 2

75 2-1/2

90 3

110 4

1. This series of conduit is classified with 5 levels:
PAG11PE (Extra Light) / PAG12PE (Light) / PAG13PE (Medium) 
PAG14PE (Heavy)  / PAG15PE (Extra Heavy)
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PAG13PE-10 8.0 11.5 30 50 320*320*120

PAG13PE-12 10.3 14.0 35 50 320*320*210

PAG13PE-16 12.6 16.6 40 50 400*400*160

PAG13PE-20 16.1 20.7 45 50 450*450*210

PAG13PE-25 21.1 25.7 50 50 530*530*160

PAG13PE-32 26.8 32.7 55 25 530*530*320

PAG13PE-40 35.4 42.2 70 25 550*550*500

PAG13PE-50 40.3 46.9 100 25 550*550*550

PAG13PE-63 51.6 58.6 130 10 550*550*600

PAG13PE-75 63.3 72.3 160 10 1000*1000*100

PAG13PE-90 78.0 87.6 200 5 1000*1000*100

PAG13PE-110 102.5 112.1 240 5 1000*1000*200

PAG13LSZH

Square - lock, Galvanized Steel, PE Jacket (Black) Square - lock, Galvanized Steel, LSZH Jacket (Black)
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PAG13LSZH-10 8.0 11.5 30 50 300*300*110

PAG13LSZH-12 10.3 14.0 35 50 300*300*200

PAG13LSZH-16 12.6 16.6 40 50 370*370*150

PAG13LSZH-20 16.1 20.7 45 50 430*430*200

PAG13LSZH-25 21.1 25.7 50 50 500*500*150

PAG13LSZH-32 26.8 32.7 55 25 500*500*300

PAG13LSZH-40 35.4 42.2 70 25 550*550*320

PAG13LSZH-50 40.3 46.9 100 25 550*550*350

PAG13LSZH-63 51.6 58.6 130 10 550*550*300

PAG13LSZH-75 63.3 72.3 160 10 550*550*500

PAG13LSZH-90 78.0 87.6 200 5 1000*1000*100

PAG13LSZH-110 102.5 112.1 240 5 1000*1000*200

1. This series of conduit is classified with 5 levels:
PAG11LSZH (Extra Light) / PAG12LSZH (Light) / PAG13LSZH (Medium) 
PAG14LSZH (Heavy)  / PAG15LSZH (Extra Heavy)

Water Proof

Temperature
Range

Profile

Series Code

Features

Product
Photo

IP Rating

Jacket Color

Flexibility

Fire Retardant

UV Resistance

Tensile
Resistance

RoHS
Compliance

Certificate

Note

-60ɫ~ +80ɫ

IP 40 (Fit with connector series: AZ01, AZ05, AZ52 & AZ62)
IP 65 (Fit with connector series: AZ09/AZ11/AZ50/AZ53/AZ60/AZ61 & AZ63)

Black (Standard), other colors are available by consult.

Medium

Self-extinguishing

By ordering

Light: 250N / Medium: 500N / Heavy: 800N 

Yes

CE

-30ɫ~ +80ɫ

IP 40 (Fit with connector series: AZ01, AZ05, AZ52 & AZ62)
IP 65 (Fit with connector series: AZ09/AZ11/AZ50/AZ53/AZ60/AZ61 & AZ63)

Black (Standard), other colors are available by consult.

High

Self-extinguishing

By ordering

Light: 250N / Medium: 500N / Heavy: 800N 

Yes

CE

Flexible Conduit & Fitting-AS
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25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

75 2-1/2

90 3

110 4

PAS13PVC

Square - lock, Stainless Steel, PVC Jacket (Black) 
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PAS13PVC-10 8.0 11.5 30 50 300*300*110

PAS13PVC-12 10.3 14.0 35 50 300*300*200

PAS13PVC-16 12.6 16.6 40 50 370*370*150

PAS13PVC-20 16.1 20.7 45 50 430*430*200

PAS13PVC-25 21.1 25.7 50 50 500*500*150

PAS13PVC-32 26.8 32.7 55 25 500*500*300

PAS13PVC-40 35.4 42.2 70 25 550*550*320

PAS13PVC-50 40.3 46.9 100 25 550*550*350

PAS13PVC-63 51.6 58.6 130 10 550*550*300

PAS13PVC-75 63.3 72.3 160 10 550*550*500

PAS13PVC-90 78.0 87.6 200 5 1000*1000*100

PAS13PVC-110 102.5 112.1 240 5 1000*1000*200

1. This series of conduit is classified with 5 levels:
PAS11PVC (Extra Light) / PAS12PVC (Light) / PAS13PVC (Medium) 
PAS14PVC (Heavy)  / PAS15PVC (Extra Heavy)

Water Proof

Temperature
Range

Profile

Series Code

Features

Product
Photo

IP Rating

Jacket Color

Flexibility

Fire Retardant

UV Resistance

Tensile
Resistance

RoHS
Compliance

Certificate

Note

-20ɫ~ +80ɫ -40ɫ~ +105ɫ

IP 40 (Fit with connector series: AZ01, AZ05, AZ52 & AZ62)
IP 65 (Fit with connector series: AZ09/AZ11/AZ50/AZ53/AZ60/AZ61 & AZ63)

Black (Standard), other colors are available by consult.

High

Self-extinguishing

By ordering

Light: 250N / Medium: 500N / Heavy: 800N 

Yes

CE

PLTG13PVC

Square - lock, Galvanized Steel, Cotton Thread,
PVC Jacket (Black)

-20ɫ~ +80ɫ

Black (Standard), other colors are available by consult.

IP 40 (Fit with connector series: AZ52 & AZ62)
IP 68 (Fit with connector series: AZ50, AZ51, AZ53, AZ60, AZ61 & AZ63)

High

Self-extinguishing

Yes

CE

Yes

1. This series of conduit is classified with 5 levels:
PLTG11PVC (Extra Light) / PLTG12PVC (Light) / PLTG13PPVC (Medium)
PLTG14PPVC (Heavy) / PLTG15PVC (Extra Heavy)
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PLTG13PVC-3/8 12.29~12.80 17.50~18.00 60.8 100/30.5 440*440*140

PLTG13PVC-1/2 15.80~16.31 20.80~21.30 92.55 100/30.5 440*440*160

PLTG13PVC-3/4 20.83~21.34 25.20~26.70 117.95 100/30.5 500*500*180

PLTG13PVC-1 26.44~27.08 32.80~33.40 175.1 100/30.5 600*600*300

PLTG13PVC-1-1/4 35.05~35.81 41.40~42.20 213.2 50/15.3 750*750*130

PLTG13PVC-1-1/2 40.01~40.64 47.40~48.30 238.6 50/15.3 750*750*250

PLTG13PVC-2 51.31~51.94 59.40~60.30 292.6 25/7.6 900*900*120

ð ð ð ð ð ð

ð ð ð ð ð ð

ð ð ð ð ð ð
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Water Proof
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PLTG23PU-3/8 12.29~12.80 17.50~18.00 60.8 100/30.5 440*440*140

PLTG23PU-1/2 15.80~16.31 20.80~21.30 92.55 100/30.5 440*440*160

PLTG23PU-3/4 20.83~21.34 25.20~26.70 117.95 100/30.5 500*500*180

PLTG23PU-1 26.44~27.08 32.80~33.40 175.1 100/30.5 600*600*300

PLTG23PU-1-1/4 35.05~35.81 41.40~42.20 213.2 50/15.3 750*750*130

PLTG23PU-1-1/2 40.01~40.64 47.40~48.30 238.6 50/15.3 750*750*250

PLTG23PU-2 51.31~51.94 59.40~60.30 292.6 25/7.6 900*900*120

PLTG23PU

Interlocked, Galvanized Steel, PU Jacket (Black)

Series Code

Features

Product
Photo

Temperature
Range

Note 

Profile
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PLTG23PVC-3/8 12.29~12.80 17.50~18.00 60.8 100/30.5 440*440*140

PLTG23PVC-1/2 15.80~16.31 20.80~21.30 92.55 100/30.5 440*440*160

PLTG23PVC-3/4 20.83~21.34 25.20~26.70 117.95 100/30.5 500*500*180

PLTG23PVC-1 26.44~27.08 32.80~33.40 175.1 100/30.5 600*600*300

PLTG23PVC-1-1/4 35.05~35.81 41.40~42.20 213.2 50/15.3 750*750*130

PLTG23PVC-1-1/2 40.01~40.64 47.40~48.30 238.6 50/15.3 750*750*250

PLTG23PVC-2 51.31~51.94 59.40~60.30 292.6 25/7.6 900*900*120

PLTG23PVC

Interlocked, Galvanized Steel, PVC Jacket (Black)

-20ɫ~ +80ɫ

Black (Standard), other colors are available by consult.

IP 40 (Fit with connector series: AZ52 & AZ62)
IP 68 (Fit with connector series: AZ50, AZ51, AZ53, AZ60, AZ61 & AZ63)

High

Self-extinguishing

Yes

CE

Yes

Certificate

IP Rating

Jacket Color

Flexibility

Fire Retardant

UV Resistance 

RoHS
Compliance

1. This series of conduit is classified with 5 levels:
PLTG21PVC (Extra Light) / PLTG22PVC (Light) / PLTG23PVC (Medium)
PLTG24PVC (Heavy) / PLTG25PVC (Extra Heavy)

-40ɫ~ +80ɫ

Black (Standard), other colors are available by consult.

IP 40 (Fit with connector series: AZ52 & AZ62)
IP 68 (Fit with connector series: AZ50, AZ51, AZ53, AZ60, AZ61 & AZ63)

High

Self-extinguishing

Yes

CE

Yes

1. This series of conduit is classified with 5 levels:
PLTG21PU (Extra Light) / PLTG22PU (Light) / PLTG23PU (Medium)
PLTG24PU (Heavy) / PLTG25PU (Extra Heavy)

Flexible Conduit & Fitting-AS
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Water Proof
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PLTG23LSZH-3/8 12.29~12.80 17.50~18.00 60.8 100/30.5 440*440*140

PLTG23LSZH-1/2 15.80~16.31 20.80~21.30 92.55 100/30.5 440*440*160

PLTG23LSZH-3/4 20.83~21.34 25.20~26.70 117.95 100/30.5 500*500*180

PLTG23LSZH-1 26.44~27.08 32.80~33.40 175.1 100/30.5 600*600*300

PLTG23LSZH-1-1/4 35.05~35.81 41.40~42.20 213.2 50/15.3 750*750*130

PLTG23LSZH-1-1/2 40.01~40.64 47.40~48.30 238.6 50/15.3 750*750*250

PLTG23LSZH-2 51.31~51.94 59.40~60.30 292.6 25/7.6 900*900*120

PLTG23LSZH

Interlocked, Galvanized Steel, LSZH Jacket (Black)

Series Code

Features

Product
Photo

Temperature
Range

Note 

Profile
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PLTG23PE-3/8 12.29~12.80 17.50~18.00 60.8 100/30.5 440*440*140

PLTG23PE-1/2 15.80~16.31 20.80~21.30 92.55 100/30.5 440*440*160

PLTG23PE-3/4 20.83~21.34 25.20~26.70 117.95 100/30.5 500*500*180

PLTG23PE-1 26.44~27.08 32.80~33.40 175.1 100/30.5 600*600*300

PLTG23PE-1-1/4 35.05~35.81 41.40~42.20 213.2 50/15.3 750*750*130

PLTG23PE-1-1/2 40.01~40.64 47.40~48.30 238.6 50/15.3 750*750*250

PLTG23PE-2 51.31~51.94 59.40~60.30 292.6 25/7.6 900*900*120

PLTG23PE

Interlocked, Galvanized Steel, PE Jacket (Black)

-60ɫ~ +80ɫ

Black (Standard), other colors are available by consult.

IP 40 (Fit with connector series: AZ52 & AZ62)
IP 68 (Fit with connector series: AZ50, AZ51, AZ53, AZ60, AZ61 & AZ63)

Medium

Self-extinguishing

Yes

CE

Yes

Certificate

IP Rating

Jacket Color

Flexibility

Fire Retardant

UV Resistance 

RoHS
Compliance

1. This series of conduit is classified with 5 levels:
PLTG21PE (Extra Light) / PLTG22PE (Light) / PLTG23PE (Medium)
PLTG24PE (Heavy) / PLTG25PE (Extra Heavy)

-30ɫ~ +80ɫ

Black (Standard), other colors are available by consult.

IP 40 (Fit with connector series: AZ52 & AZ62)
IP 68 (Fit with connector series: AZ50, AZ51, AZ53, AZ60, AZ61 & AZ63)

High

Self-extinguishing

Yes

CE

Yes

1. This series of conduit is classified with 5 levels:
PLTG21LSZH(Extra Light) / PLTG22LSZH(Light) / PLTG23LSZH(Medium)
PLTG24LSZH(Heavy) / PLTG25LSZH(Extra Heavy)

Flexible Conduit & Fitting-AS
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Water Proof
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Series Code

Features

Product
Photo

Temperature
Range

Note 

Profile
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PLTS23PVC-3/8 12.29~12.80 17.50~18.00 60.8 100/30.5 440*440*140

PLTS23PVC-1/2 15.80~16.31 20.80~21.30 92.55 100/30.5 440*440*160

PLTS23PVC-3/4 20.83~21.34 25.20~26.70 117.95 100/30.5 500*500*180

PLTS23PVC-1 26.44~27.08 32.80~33.40 175.1 100/30.5 600*600*300

PLTS23PVC-1-1/4 35.05~35.81 41.40~42.20 213.2 50/15.3 750*750*130

PLTS23PVC-1-1/2 40.01~40.64 47.40~48.30 238.6 50/15.3 750*750*250

PLTS23PVC-2 51.31~51.94 59.40~60.30 292.6 25/7.6 900*900*120

PLTS23PVC

Interlocked, Stainless Steel, PVC Jacket (Black)

-20ɫ~ +80ɫ

Black (Standard), other colors are available by consult.

IP 40 (Fit with connector series: AZ52 & AZ62)
IP 68 (Fit with connector series: AZ50, AZ51, AZ53, AZ60, AZ61 & AZ63)

High

Self-extinguishing

Yes

CE

Yes

Certificate

IP Rating

Jacket Color

Flexibility

Fire Retardant

UV Resistance 

RoHS
Compliance

1. This series of conduit is classified with 5 levels:
PLTS21PVC (Extra Light) / PLTS22PVC (Light) / PLTS23PVC (Medium)
PLTS24PVC (Heavy) / PLTS25PVC (Extra Heavy)

Flexible Conduit & Fitting-AS
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Fittings

AZ01
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16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

75 2-1/2

90 3

110 4

Note 1. Standard package size : 380*300*230mm
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1/2" G1/2-AZ01-5/16 600 14.7

1/2" G1/2-AZ01-3/8 600 16.6

1/2" G1/2-AZ01-1/2 400 13.6

3/4" G3/4-AZ01-3/4 340 19.9

1" G1-AZ01-1 180 15.5

1-1/4" G1-1/4-AZ01-1-1/4 100 13.6

1-1/2" G1-1/2-AZ01-1-1/2 50 9

2" G2-AZ01-2 40 9.4

2-1/2" G2-1/2-AZ01-2-1/2 ð ð

3" G3-AZ01-3 ð ð

4" G4-AZ01-4 ð ð

No Water Seal, Fixed Type, Zinc Alloy

Exploded View
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PG9 PG9-AZ01-12 900 14.5

PG11 PG11-AZ01-16 900 19

PG16 PG16-AZ01-20 600 17.8

PG21 PG21-AZ01-25 360 17.2

PG29 PG29-AZ01-32 180 13.6

PG36 PG36-AZ01-40 100 12.8

PG42 PG42-AZ01-50 50 8.5

PG48 PG48-AZ01-63 40 9
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M16x1.5 M16-AZ01-12 900 16.8

M16x1.5 M16-AZ01-16 900 19.9

M20x1.5 M20-AZ01-20 600 19

M25x1.5 M25-AZ01-25 360 19

M32x1.5 M32-AZ01-32 180 14.5

M40x1.5 M40-AZ01-40 100 13.2

M50x1.5 M50-AZ01-50 50 8.7

M63x1.5 M63-AZ01-63 40 8.9

M75x1.5 M75-AZ01-75 ð ð

M90x2 M90-AZ01-90 ð ð

M110x2 M110-AZ01-110 ð ð

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-50ɫ~ +200ɫ

CE

IP 40 

Zinc plated, other treatments are available by consult.

Yes

Flexible Conduit & Fitting-AS
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Fittings

AZ05
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10 1/4

12 5/16

16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

75 2-1/2

90 3

110 4
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1/2" G1/2-AZ05-5/16 600 20.8

1/2" G1/2-AZ05-3/8 400 17

1/2" G1/2-AZ05-1/2 320 16.7

3/4" G3/4-AZ05-3/4 200 16.6

1" G1-AZ05-1 100 12.9

1-1/4" G1-1/4-AZ05-1-1/4 50 10.4

1-1/2" G1-1/2-AZ05-1-1/2 40 10.9

2" G2-AZ05-2 30 10.5

2-1/2" G2-1/2-AZ05-2-1/2 ð ð

3" G3-AZ05-3 ð ð

4" G4-AZ05-4 ð ð

No Water Seal, Rotating Type, Zinc Alloy
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PG9 PG9-AZ05-12 600 13

PG11 PG11-AZ05-16 400 14.2

PG16 PG16-AZ05-20 320 15.4

PG21 PG21-AZ05-25 200 14.8

PG29 PG29-AZ05-32 100 12

PG36 PG36-AZ05-40 50 9.9

PG42 PG42-AZ05-50 40 10.5

PG48 PG48-AZ05-63 30 10
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M16x1.5 M16-AZ05-12 600 17.2

M16x1.5 M16-AZ05-16 400 16.2

M20x1.5 M20-AZ05-20 320 17

M25x1.5 M25-AZ05-25 200 15.4

M32x1.5 M32-AZ05-32 100 11.9

M40x1.5 M40-AZ05-40 50 10.3

M50x1.5 M50-AZ05-50 40 10.6

M63x1.5 M63-AZ05-63 30 10

M75x1.5 M75-AZ05-75 ð ð

M90x2 M90-AZ05-90 ð ð

M110x2 M110-AZ05-110 ð ð

Note 1. Standard package size : 380*300*230mm

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-50ɫ~ +200ɫ

CE

IP 40

Zinc plated, other treatments are available by consult.

Yes

Flexible Conduit & Fitting-AS
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40 1-1/4

50 1-1/2

63 2

75 2-1/2

90 3

110 4
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1/2" G1/2-AZ09-5/16 600 15.4

1/2" G1/2-AZ09-3/8 600 19

1/2" G1/2-AZ09-1/2 400 17

3/4" G3/4-AZ09-3/4 340 18.7

1" G1-AZ09-1 180 15.8

1-1/4" G1-1/4-AZ09-1-1/4 100 13.2

1-1/2" G1-1/2-AZ09-1-1/2 50 9.2

2" G2-AZ09-2 40 9.6

2-1/2" G2-1/2-AZ09-2-1/2 ð ð

3" G3-AZ09-3 ð ð

4" G4-AZ09-4 ð ð

Water Seal, Fixed Type, Zinc Alloy

26
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PG9 PG9-AZ09-12 900 14.5

PG11 PG11-AZ09-16 900 19

PG16 PG16-AZ09-20 600 20.8

PG21 PG21-AZ09-25 360 15.4

PG29 PG29-AZ09-32 180 13.6

PG36 PG36-AZ09-40 100 12

PG42 PG42-AZ09-50 50 9

PG48 PG48-AZ09-63 40 9
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M16x1.5 M16-AZ09-12 900 17.4

M16x1.5 M16-AZ09-16 900 20.8

M20x1.5 M20-AZ09-20 600 22

M25x1.5 M25-AZ09-25 360 17.2

M32x1.5 M32-AZ09-32 180 14.5

M40x1.5 M40-AZ09-40 100 12.8

M50x1.5 M50-AZ09-50 50 9

M63x1.5 M63-AZ09-63 40 9.1

M75x1.5 M75-AZ09-75 ð ð

M90x2 M90-AZ09-90 ð ð

M110x2 M110-AZ09-110 ð ð

Fittings

Note 1. Standard package size : 380*300*230mm

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-50ɫ~ +150ɫ

CE

IP 65 (Fit with Water Proof conduit ïPAG series)

Zinc plated, other treatments are available by consult.

Yes

Flexible Conduit & Fitting-AS
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10 1/4

12 5/16

16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

75 2-1/2

90 3

110 4
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ð ð ð ð

1/2" G1/2-AZ11-5/16 600 21.4

1/2" G1/2-AZ11-3/8 400 17

1/2" G1/2-AZ11-1/2 320 17

3/4" G3/4-AZ11-3/4 200 16

1" G1-AZ11-1 100 13

1-1/4" G1-1/4-AZ11-1-1/4 50 10.5

1-1/2" G1-1/2-AZ11-1-1/2 40 11

2" G2-AZ11-2 30 10.6

2-1/2" G2-1/2-AZ11-2-1/2 ð ð

3" G3-AZ11-3 ð ð

4" G4-AZ11-4 ð ð

Water Seal, Rotating Type, Zinc Alloy
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PG9 PG9-AZ11-12 600 13

PG11 PG11-AZ11-16 400 13

PG16 PG16-AZ11-20 320 13.8

PG21 PG21-AZ11-25 200 13

PG29 PG29-AZ11-32 100 12

PG36 PG36-AZ11-40 50 10

PG42 PG42-AZ11-50 40 10.6

PG48 PG48-AZ11-63 30 9.9

ð ð ð ð

ð ð ð ð

ð ð ð ð
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M16x1.5 M16-AZ11-12 600 17.8

M16x1.5 M16-AZ11-16 400 14.6

M20x1.5 M20-AZ11-20 320 16

M25x1.5 M25-AZ11-25 200 14.8

M32x1.5 M32-AZ11-32 100 12.6

M40x1.5 M40-AZ11-40 50 10

M50x1.5 M50-AZ11-50 40 10.7

M63x1.5 M63-AZ11-63 30 10.1

M75x1.5 M75-AZ11-75 ð ð

M90x2 M90-AZ11-90 ð ð

M110x2 M110-AZ11-110 ð ð

Fittings

Note 1. Standard package size : 380*300*230mm

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

RoHS
Compliance

-50ɫ~ +150ɫ

CE

IP 65 (Fit with Water Proof conduit ïPAG series)

Zinc plated, other treatments are available by consult.

Yes

Surface Finish

Flexible Conduit & Fitting-AS
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AZ50

-20ɫ~ +90ɫ
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1/2" G1/2-AZ50-3/8 500 20.9

1/2" G1/2-AZ50-1/2 500 35.4

3/4" G3/4-AZ50-3/4 300 30

1" G1-AZ50-1 160 24.5

1-1/4" G1-1/4-AZ50-1-1/4 100 20.6

1-1/2" G1-1/2-AZ50-1-1/2 60 19.8

2" G2-AZ50-2 50 27.6
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M16x1.5 M16-AZ50-16 500 20.9

M20x1.5 M20-AZ50-20 500 35.4

M25x1.5 M25-AZ50-25 300 30

M32x1.5 M32-AZ50-32 160 24.5

M40x1.5 M40-AZ50-40 100 20.6

M50x1.5 M50-AZ50-50 60 19.8

M63x1.5 M63-AZ50-63 50 27.6

Straight Type, Water Seal Zinc Alloy

28

Fittings

Series Code

Features

Product
Photo

Temperature
Range

IP Rating

Surface Finish

RoHS
Compliance

Certificate

Exploded View

Note 
1. Stock available 
2. Standard package size : 380*300*230mm

Yes

CE
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16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

IP 65 (Fit with Water Proof conduit ïPAG series)
IP 68 (Fit with Water Proof conduit ïPLTG series)

Zinc plated, other treatments are available by consult.

Flexible Conduit & Fitting-AS
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AZ51
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1/2" G1/2-AZ51-3/8 500 22.9

1/2" G1/2-AZ51-1/2 500 30.9

3/4" G3/4-AZ51-3/4 300 26.4

1" G1-AZ51-1 160 22.2

1-1/4" G1-1/4-AZ51-1-1/4 100 17.9

1-1/2" G1-1/2-AZ51-1-1/2 60 17.6

2" G2-AZ51-2 50 28.9

Straight Inner Threaded Connector, Water Seal Zinc Alloy

29

Fittings

Series Code

Features

Product
Photo

Exploded View

Note 
1. Stock available 
2. Standard package size : 380*300*230mm
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M16x1.5 M16-AZ51-16 500 22.9

M20x1.5 M20-AZ51-20 500 30.9

M25x1.5 M25-AZ51-25 300 26.4

M32x1.5 M32-AZ51-32 160 22.2

M40x1.5 M40-AZ51-40 100 17.9

M50x1.5 M50-AZ51-50 60 17.6

M63x1.5 M63-AZ51-63 50 28.9
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16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

-20ɫ~ +90ɫ
Temperature

Range

IP Rating

Surface Finish

RoHS
Compliance

Certificate

Yes

CE

IP 65 (Fit with Water Proof conduit ïPAG series)
IP 68 (Fit with Water Proof conduit ïPLTG series)

Zinc plated, other treatments are available by consult.

Flexible Conduit & Fitting-AS
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63 2
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1/2" AZ52-3/8 500 19.6

1/2" AZ52-1/2 500 22.9

3/4" AZ52-3/4 300 20.7

1" AZ52-1 160 15.9

1-1/4" AZ52-1-1/4 100 17

1-1/2" AZ52-1-1/2 60 13.7

2" AZ52-2 50 17.7

AZ52

Straight EMT Connector, Zinc Alloy

30

Series Code

Features

Product
Photo

Fittings

-20ɫ~ +90ɫ
Temperature

Range

IP Rating

Surface Finish

RoHS
Compliance

Certificate

Exploded View

Note 
1. Stock available 
2. Standard package size : 380*300*230mm

Yes

IP 40 

Zinc plated, other treatments are available by consult.

CE

Flexible Conduit & Fitting-AS
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1/2" G1/2-AZ53-3/8 300 19.8

1/2" G1/2-AZ53-1/2 250 28.2

3/4" G3/4-AZ53-3/4 200 33.9

1" G1-AZ53-1 73 19.2

1-1/4" G1-1/4-AZ53-1-1/4 52 18.5

1-1/2" G1-1/2-AZ53-1-1/2 30 17.3

2" G2-AZ53-2 14 16.8

AZ53

90 Degree Elbow, Water Seal, Zinc Alloy

31

Series Code

Features

Product
Photo

Fittings

Temperature
Range

IP Rating

Surface Finish

RoHS
Compliance

Certificate

Exploded View

Note 
1. Stock available 
2. Standard package size : 380*300*230mm

-20ɫ~ +90ɫ

Yes

Zinc plated, other treatments are available by consult.

CE
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M16x1.5 M16-AZ53-16 300 19.8

M20x1.5 M20-AZ53-20 250 28.2

M25x1.5 M25-AZ53-25 200 33.9

M32x1.5 M32-AZ53-32 73 19.2

M40x1.5 M40-AZ53-40 52 18.5

M50x1.5 M50-AZ53-50 30 17.3

M63x1.5 M63-AZ53-63 14 16.8
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16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

IP 65 (Fit with Water Proof conduit ïPAG series)
IP 68 (Fit with Water Proof conduit ïPLTG series)

Flexible Conduit & Fitting-AS
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32

Fittings

Flexible Conduit & Fitting-AS

AZ60
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25 3/4

32 1

40 1-1/4

50 1-1/2

63 2
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1/2" G1/2-AZ60-3/8 500 26.5

1/2" G1/2-AZ60-1/2 500 37

3/4" G3/4-AZ60-3/4 300 31.2

1" G1-AZ60-1 160 27.7

1-1/4" G1-1/4-AZ60-1-1/4 100 23.7

1-1/2" G1-1/2-AZ60-1-1/2 60 23

2" G2-AZ60-2 50 32.6

Straight Type, Male Threaded, Zinc Alloy
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M16x1.5 M16-AZ60-16 500 26.5

M20x1.5 M20-AZ60-20 500 37

M25x1.5 M25-AZ60-25 300 31.2

M32x1.5 M32-AZ60-32 160 27.7

M40x1.5 M40-AZ60-40 100 23.7

M50x1.5 M50-AZ60-50 60 23

M63x1.5 M63-AZ60-63 50 32.6

Note

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-20ɫ~ +90ɫ

CE

IP 65 (Fit with Water Proof conduit ïPAG series) 
IP 68 (Fit with Water Proof conduit ïPLTG series)

Zinc plated, other treatments are available by consult.

Yes

1. Standard package size : 380*300*230mm
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Fittings

Flexible Conduit & Fitting-AS
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25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

AZ61

Straight Type, Female Threaded, Zinc Alloy 

Note

Exploded View

Series Code

Features

Product
Photo

1. Standard package size : 380*300*230mm

G T
h

re
a

d

P
a

rt
 N

u
m

b
e
r

P
a

c
k
a

g
e
/B

o
x

(p
c
s
)

W
e
ig

h
t/
B

o
x

(k
g

)

1/2" G1/2-AZ61-3/8 500 24

1/2" G1/2-AZ61-1/2 500 35

3/4" G3/4-AZ61-3/4 300 28.8

1" G1-AZ61-1 160 25.3

1-1/4" G1-1/4-AZ61-1-1/4 100 19.8

1-1/2" G1-1/2-AZ61-1-1/2 60 19.8

2" G2-AZ61-2 50 28.7
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M16x1.5 M16-AZ61-16 500 24

M20x1.5 M20-AZ61-20 500 35

M25x1.5 M25-AZ61-25 300 28.8

M32x1.5 M32-AZ61-32 160 25.3

M40x1.5 M40-AZ61-40 100 19.8

M50x1.5 M50-AZ61-50 60 19.8

M63x1.5 M63-AZ61-63 50 28.7

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-20ɫ~ +90ɫ

CE

IP 65 (Fit with Water Proof conduit ïPAG series) 
IP 68 (Fit with Water Proof conduit ïPLTG series)

Zinc plated, other treatments are available by consult.

Yes
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Fittings

Flexible Conduit & Fitting-AS

AZ62
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1/2" AZ62-3/8 500 21.3

1/2" AZ62-1/2 500 26.5

3/4" AZ62-3/4 300 24

1" AZ62-1 160 18.3

1-1/4" AZ62-1-1/4 100 18.1

1-1/2" AZ62-1-1/2 60 15.1

2" AZ62-2 50 19.9

Straight Type, EMT Connector, Zinc Alloy 

Note

Exploded View

Series Code

Features

Product
Photo

1. Standard package size : 380*300*230mm

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-20ɫ~ +90ɫ

CE

IP 40

Zinc plated, other treatments are available by consult.

Yes
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Fittings

Flexible Conduit & Fitting-AS
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16 3/8

20 1/2

25 3/4

32 1

40 1-1/4

50 1-1/2

63 2

AZ63

Elbow Type, Male Threaded, Zinc Alloy

Note

Exploded View

Series Code

Features

Product
Photo

1. Standard package size : 380*300*230mm
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1/2" G1/2-AZ63-3/8 300 22.2

1/2" G1/2-AZ63-1/2 250 30.3

3/4" G3/4-AZ63-3/4 200 36.6

1" G1-AZ63-1 73 19.9

1-1/4" G1-1/4-AZ63-1-1/4 52 20.1

1-1/2" G1-1/2-AZ63-1-1/2 30 18.6

2" G2-AZ63-2 14 17.9

M T
h

re
a

d

P
a

rt
 N

u
m

b
e
r

P
a

c
k
a

g
e
/B

o
x

(p
c
s
)

W
e
ig

h
t/
B

o
x

(k
g

)

M16x1.5 M16-AZ63-16 300 22.2

M20x1.5 M20-AZ63-20 250 30.3

M25x1.5 M25-AZ63-25 200 36.6

M32x1.5 M32-AZ63-32 73 19.9

M40x1.5 M40-AZ63-40 52 20.1

M50x1.5 M50-AZ63-50 30 18.6

M63x1.5 M63-AZ63-63 14 17.9

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-20ɫ~ +90ɫ

CE

IP 65 (Fit with Water Proof conduit ïPAG series) 
IP 68 (Fit with Water Proof conduit ïPLTG series)

Zinc plated, other treatments are available by consult.

Yes
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}Galvanized Steel / Stainless Steel / Tinned Copper Braiding

}Nominal Conduit Size 1/4~2

}RoHSCompliant

}IP 40 

EMC Shielding

EMC Shielding

ÂConduits

Square-lock Galvanized Steel, Galvanized Steel Braiding (PAG13GB)
Square-lock Galvanized Steel, Stainless Steel Braiding (PAG13SB)
Square-lock Galvanized Steel, Tinned Copper Braiding (PAG13TB)
Square-lock Stainless Steel, Stainless Steel Braiding (PAS13SB)

Â Fittings

Quick Ass'y, Fixed Type (AZ01)
Quick Ass'y, Rotating Type (AZ05)
Straight Type, Male Threaded (AZ60)
Elbow Type, Male Threaded (AZ63)

This is the reinforced type of electrical protection flexible conduit. This 
series of flexible conduit is in excellent mechanical characteristics and 
good flexibility.  The braiding shield brings further abrasion resistance. 
It is adaptable for most of the environment temperatures and also low 
fire hazard. Basic level of EMC shielding is available when installed in 
the ambience with possible electromagnetic interference. The conduit 
sizes meet with the system normally used in Asia market.

36
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PAG13GB
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32 1
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PAG13GB-10 8.0 11.2 30 25 300*300*110

PAG13GB-12 10.3 14.2 35 25 300*300*200

PAG13GB-16 12.6 16.8 40 25 370*370*150

PAG13GB-20 16.1 20.9 40 25 430*430*200

PAG13GB-25 21.1 26.3 50 25 500*500*150

PAG13GB-32 26.8 32.3 55 10 500*500*300

PAG13GB-40 35.4 41.8 70 10 550*550*320

PAG13GB-50 40.3 46.9 90 10 550*550*350

PAG13GB-63 51.6 58.6 95 5 550*550*300

PAG13SB

Square - lock, Galvanized Steel, Galvanized Steel Braiding Square - lock, Galvanized Steel, Stainless Steel Braiding

37

P
a

rt
 N

u
m

b
e
r

ID
 (

m
m

)

O
D

 w
/

B
ra

id
in

g
 (

m
m

)

B
e
n

d
in

g
R

a
d

iu
s
 (

m
m

)

P
a

c
k
a

g
e
/R

o
ll

(m
)

M
e
a

s
u

re
m

e
n

t
(L

x
W

x
H

m
m

)

PAG13SB-10 8.0 11.0 30 25 300*300*110

PAG13SB-12 10.3 14.0 35 25 300*300*200

PAG13SB-16 12.6 16.6 40 25 370*370*150

PAG13SB-20 16.1 20.9 40 25 430*430*200

PAG13SB-25 21.1 25.9 50 25 500*500*150

PAG13SB-32 26.8 32.3 55 10 500*500*300

PAG13SB-40 35.4 41.8 70 10 550*550*320

PAG13SB-50 40.3 46.5 90 10 550*550*350

PAG13SB-63 51.6 58.6 95 5 550*550*300

Profile

Series Code

Features

Product
Photo

Note

IP Rating

Flexibility

EMC Shielding

RoHS
Compliance

Certificate

Temperature
Range

IP 40 

High

Medium

Yes

ð

-45ɫ~ +350ɫ

IP 40 

High

Standard

Yes

ð

-45ɫ~ +350ɫ

EMC Shielding

1. This series of conduit is classified with 3 levels: 
PAG12GB (Light) / PAG13GB (Medium) / PAG14GB (Heavy)

1. This series of conduit is classified with 3 levels: 
PAG12SB (Light) / PAG13SB (Medium) / PAG14SB (Heavy)

Flexible Conduit & Fitting-AS
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PAG13TB-10 8.0 11.2 30 25 300*300*110

PAG13TB-12 10.3 14.2 35 25 300*300*200

PAG13TB-16 12.6 16.8 40 25 370*370*150

PAG13TB-20 16.1 20.9 40 25 430*430*200

PAG13TB-25 21.1 26.3 50 25 500*500*150

PAG13TB-32 26.8 32.3 55 10 500*500*300

PAG13TB-40 35.4 41.8 70 10 550*550*320

PAG13TB-50 40.3 46.9 90 10 550*550*350

PAG13TB-63 51.6 58.6 95 5 550*550*300

PAS13SB

Square - lock, Galvanized Steel , Tinned Copper Braiding Square - lock, Stainless Steel, Stainless Steel Braiding
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PAS13SB-10 8.0 11.0 30 25 300*300*110

PAS13SB-12 10.3 14.0 35 25 300*300*200

PAS13SB-16 12.6 16.6 40 25 370*370*150

PAS13SB-20 16.1 20.9 40 25 430*430*200

PAS13SB-25 21.1 25.9 50 25 500*500*150

PAS13SB-32 26.8 32.3 55 10 500*500*300

PAS13SB-40 35.4 41.8 70 10 550*550*320

PAS13SB-50 40.3 46.5 90 10 550*550*350

PAS13SB-63 51.6 58.6 95 5 550*550*300

Profile

Series Code

Features

Product
Photo

Note

IP Rating

Flexibility

EMC Shielding

RoHS
Compliance

Certificate

Temperature
Range

IP 40 

High

High

Yes

ð

-45ɫ~ +350ɫ

IP 40 

High

Standard

Yes

ð

-45ɫ~ +350ɫ

1. This series of conduit is classified with 3 levels: 
PAG12TB (Light) / PAG13TB (Medium) / PAG14TB (Heavy)

1. This series of conduit is classified with 3 levels: 
PAS12SB (Light) / PAS13SB (Medium) / PAS14SB (Heavy)

Flexible Conduit & Fitting-AS
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1/2" G1/2-AZ01-5/16 600 14.7

1/2" G1/2-AZ01-3/8 600 16.6

1/2" G1/2-AZ01-1/2 400 13.6

3/4" G3/4-AZ01-3/4 340 19.9

1" G1-AZ01-1 180 15.5

1-1/4" G1-1/4-AZ01-1-1/4 100 13.6

1-1/2" G1-1/2-AZ01-1-1/2 50 9

2" G2-AZ01-2 40 9.4

Quick Ass'y , Fixed Type, Zinc Alloy
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PG9 PG9-AZ01-12 600 14.5

PG11 PG11-AZ01-16 600 19

PG16 PG16-AZ01-20 400 17.8

PG21 PG21-AZ01-25 340 17.2

PG29 PG29-AZ01-32 180 13.6

PG36 PG36-AZ01-40 100 12.8

PG42 PG42-AZ01-50 50 8.5

PG48 PG48-AZ01-63 40 9
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M16x1.5 M16-AZ01-12 600 16.8

M16x1.5 M16-AZ01-16 600 19.9

M20x1.5 M20-AZ01-20 400 19

M25x1.5 M25-AZ01-25 340 19

M32x1.5 M32-AZ01-32 180 14.5

M40x1.5 M40-AZ01-40 100 13.2

M50x1.5 M50-AZ01-50 50 8.7

M63x1.5 M63-AZ01-63 40 8.9

Fittings

Note 1. Standard package size : 380*300*230mm

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-50ɫ~ +200ɫ

CE

IP 40

Zinc plated, other treatments are available by consult.

Yes

Flexible Conduit & Fitting-AS
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1/2" G1/2-AZ05-5/16 600 20.8

1/2" G1/2-AZ05-3/8 400 17

1/2" G1/2-AZ05-1/2 320 16.7

3/4" G3/4-AZ05-3/4 200 16.6

1" G1-AZ05-1 100 12.9

1-1/4" G1-1/4-AZ05-1-1/4 50 10.4

1-1/2" G1-1/2-AZ05-1-1/2 40 10.9

2" G2-AZ05-2 30 10.5

Quick Ass'y , Rotating Type, Zinc Alloy
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PG9 PG9-AZ05-12 600 13

PG11 PG11-AZ05-16 400 14.2

PG16 PG16-AZ05-20 320 15.4

PG21 PG21-AZ05-25 200 14.8

PG29 PG29-AZ05-32 100 12

PG36 PG36-AZ05-40 50 9.9

PG42 PG42-AZ05-50 40 10.5

PG48 PG48-AZ05-63 30 10
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M16x1.5 M16-AZ05-12 600 17.2

M16x1.5 M16-AZ05-16 400 16.2

M20x1.5 M20-AZ05-20 320 17

M25x1.5 M25-AZ05-25 200 15.4

M32x1.5 M32-AZ05-32 100 11.9

M40x1.5 M40-AZ05-40 50 10.3

M50x1.5 M50-AZ05-50 40 10.6

M63x1.5 M63-AZ05-63 30 10

Fittings

Note 1. Standard package size : 380*300*230mm

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-50ɫ~ +200ɫ

CE

IP 40

Zinc plated, other treatments are available by consult.

Yes

Flexible Conduit & Fitting-AS
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Fittings

Flexible Conduit & Fitting-AS

AZ60
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1/2" G1/2-AZ60-3/8 500 26.5

1/2" G1/2-AZ60-1/2 500 37

3/4" G3/4-AZ60-3/4 300 31.2

1" G1-AZ60-1 160 27.7

1-1/4" G1-1/4-AZ60-1-1/4 100 23.7

1-1/2" G1-1/2-AZ60-1-1/2 60 23

2" G2-AZ60-2 50 32.6

Straight Type, Male Threaded, Zinc Alloy
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M16x1.5 M16-AZ60-16 500 26.5

M20x1.5 M20-AZ60-20 500 37

M25x1.5 M25-AZ60-25 300 31.2

M32x1.5 M32-AZ60-32 160 27.7

M40x1.5 M40-AZ60-40 100 23.7

M50x1.5 M50-AZ60-50 60 23

M63x1.5 M63-AZ60-63 50 32.6

Note

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-20ɫ~ +90ɫ

CE

IP 40 (Fit with no coated braided conduit series)

Zinc plated, other treatments are available by consult.

Yes

1. Standard package size : 380*300*230mm

Kaiphone · KAIFLEX · Taiwan · Since 1993 ̄www.kaiflex.com.tw ̄Tel: +886 -2-2267-9769 ̄ info@kaiphone.com.tw 
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Fittings

Flexible Conduit & Fitting-AS
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AZ63

Elbow Type, Male Threaded, Zinc Alloy

Note

Exploded View

Series Code

Features

Product
Photo

Temperature
Range

Certificate

IP Rating

Surface Finish

RoHS
Compliance

-20ɫ~ +90ɫ

CE

IP 40 (Fit with no coated braided conduit series)

Zinc plated, other treatments are available by consult.

Yes

1. Standard package size : 380*300*230mm
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1/2" G1/2-AZ63-3/8 300 22.2

1/2" G1/2-AZ63-1/2 250 30.3

3/4" G3/4-AZ63-3/4 200 36.6

1" G1-AZ63-1 73 19.9

1-1/4" G1-1/4-AZ63-1-1/4 52 20.1

1-1/2" G1-1/2-AZ63-1-1/2 30 18.6

2" G2-AZ63-2 14 17.9
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M16x1.5 M16-AZ63-16 300 22.2

M20x1.5 M20-AZ63-20 250 30.3

M25x1.5 M25-AZ63-25 200 36.6

M32x1.5 M32-AZ63-32 73 19.9

M40x1.5 M40-AZ63-40 52 20.1

M50x1.5 M50-AZ63-50 30 18.6

M63x1.5 M63-AZ63-63 14 17.9
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}PVC Jacket + Galvanized Steel / Stainless Steel / Tinned Copper Braiding

}Nominal Conduit Size 1/4~2

}RoHSCompliant

}IP 65~IP 66

Water Proof + EMC Shielding

Water Proof + EMC Shielding

ÂConduits

Square-lock Gal. Steel, PVC Jacket, Gal. Steel Braiding (PAG13PVCGB)
Square-lock Gal. Steel, PVC Jacket, Stainless Steel Braiding (PAG13PVCSB)
Square-lock Gal. Steel, PVC Jacket, Tinned Copper Braiding (PAG13PVCTB)
Square-lock SUS, PVC Jacket, Stainless Steel Braiding (PAS13PVCSB)
Square-lock Gal. Steel, PVC Jacket, Stainless Steel Braiding (PLTG13PVCSB)
Interlocked Gal. Steel, PVC Jacket, Stainless Steel Braiding (PLTG23PVCSB)

ÂFittings

Water Seal, Straight Type (ABZ60)
Water Seal, Elbow Type (ABZ63)

Water proof flexible metal conduit -EMC shielding series is constituted by PVC 
coated square-lock or interlock type of steel flexible conduit shielding with 
optional steel braiding. This is an upgrade design basing on the EMC shielding 
series. The conduit sizes meet with the system normally used in Asia market.  
Offering mechanical protection and electromagnetic screen for the power, 
data and signal cables used on/in products or environment where require 
EMC shielding. Because the function of vibration discharge, this series of 
flexible conduit is also available to be applied on equipment or place where 
the short term or long term vibration exists.
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